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To all whom it may concern:
Beitknownthatl, THOMAS A. EDISON, a citi-
zen of the United States, residingat Llewellyn
Park, in the county of Essexand State of New
Jersey, have invented a certain new and use-
fulImprovementin Phonogram-Blanks, (Case
No. 815,) of which the following is a specifi-
cation. . : v ..
In my application filed January 19, 1889,

RSerial No. 296,877, is set forth a method of

making cylindrical phonogram - blanks by
winding thread, cord, or like filiform material

“into a ¢ylindrical body and covering the same
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-with the sound-recording material.

My present invention relates to the phono-
gram-blanks produced by thismethod, my ob-
ject being to providea cylindrical blank which
shall be of simple construction and shall have
a perfectly-true inner surface without the ne-
cessity of reaming outthe bore of the cylinder.

My invention is illustrated in the accompa-
nying drawing, which is a longitudinal sec-

“tion of a phonogram-blank embodying said

invention.

A is the close winding of cord, thread, fine
wire, or other filiform material which can be
wound, and which will produce an even sur-
face. \

B is the covering, of wax or other material,
for receiving the sound-record.

As set forth in the application referred to,

the thread or other material A is wound on a
suitable core, and is then covered in a mold,
or by dipping or otherwise, with the material
B, the same being in a softened or plastic con-
dition. Suchmaterial beingallowed toharden,
the core isremoved,leaving the blank, asillus-
trated in the drawing, with its inner surface

‘composed of an even winding of cord, thread,

or like filiform material, which can readily be
placed upon the cylinder of the phonograph
and does not require any further treatment
or preparation.

What I elaim is

1. A cylindrical phonogram-blank having
a wound inner surface of filiform material,
such as'thread, and an outer surface of sound-
recording material, substantially as set forth.

2. A cylindrical phonogram-blank having,
in combination, a eylindrically-wound body
of filiform material, such as thread, and an
outer covering of the sound-recording mate-
rial, substantially as set forth.

3. A cylindrieal phonogram-blank having
a wound internal lining of filiform material,
substantially as set forth.

This specification signed and witnessed this
10th day of January, 1889.

THOMAS A. EDISON.

Witnesses:
H. W. SEELY,
W. PELZER.
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